
Applications:

Structure:

Material: 

J 6-3 SILICONE FOIL AND FABRIC AIR HOSE

Wall: one ply silicone coated fiberglass mechanically 
clamped into stainless steel band

Properties:

Standard Color:
Grey

Wall: silicone fiberglass
Spiral: 8mm wide stainless steel band

Temperature range:
-70°C +300°C approx. to  approx.ìVery good heat resistance

ìLeak-proof
ìFibre reinforced
ìSmall bending radius
ìAxially compressible
ìFlame-retardant according to    

UL94-V0

ìair direction
ìused in place, where the exhaust gas temperatures are 

higher, for instance in construction machinery, 
harvesters, granules dryers in the plastics industry or for 
the extraction of hot air from ovens

ID

mm 

OD

mm

Over pressure

bar

Vacuum

bar

Bending Radius Weight

kg/m

Std. Lengths

meter

  

  

  

mm

51 56 0.180 0.170 61 0.37 5 

63 68 0.150 0.170 73 0.48 5 

76 81 0.130 0.150 86 0.55 5 

90 96 0.100 0.130 100 0.59 5 

102 108 0.100 0.130 112 0.65 5 

127 133 0.090 0.130 137 0.80 5 

152 159 0.080 0.090 162 0.99 5 

203 210 0.050 0.060 213 1.30 5 

254 262 0.030 0.030 264 1.60 5 

305 314 0.020 0.030 315 1.90 5 
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